
Woodside Bathroom



This homeowner wanted a home on Lake Minnetonka. They knew they wanted 
a remodel rather than new build based on costs. The floor plan of the home was 
choppy, and the style was outdated but offered the opportunity to create the 
vision they desired. By finding a home with a good exterior we could focus our 
efforts on interior updates. 

Our goal with the home’s master bathroom was to update the style and layout. 
By moving the bedroom to the end of the home, we were able to create a 
vestibule into the owner’s suite leading to the bathroom, and then on to the 
closet at the front of the home. 

Before

Before



We combined the original his and hers bathrooms into one large 
bathroom leaving a large space to fill. The homeowners preferred 
simple and elegant materials to prevent the space from feeling too 
busy. Utilizing a blend of patterned and solid materials, we were 
able to break up the space visually rather than physically. The tile 
feature at the center of the floor leads the eye to a stunning full 
height porcelain slab behind the soaker tub.

Additional unique features include a hidden TV in the bathroom 
cabinetry, and duo toned cabinet finishes that provide a classic, yet 
interesting look to the space highlighting the center vanity with a 
walnut stain.
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CONSTRUCTION SET 08/27/21

CONST. SET W/
INT. ELEVS

09/07/211

REVISION SET 11/04/212
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EXISTING

2'-0" 9'-3 3/4" 2'-0"

5
'-1

0
 3

/4
"

3
'-2

 1
/2

"

REMOVE EXISTING WINDOWS, MULLIONS,
AND PORTION OF WALL TO RECEIVE NEW
CONSTRUCTION; SEE 1/A1.0

REMOVE EXISTING PORTION OF
EXISTING WALL TO RECEIVE NEW
DOOR; SEE EXTERIOR ELEVATIONS

REMOVE EXISTING
OVERHEAD DOORS

REF

D
W

W
/D

4
'-9

 1
/2

"
8
'-6

"

1'-2 1/4"
7'-7 1/4" 4'-4 1/4"

8
'-6

"

7'-3 1/4" 15'-8 1/2"

10 1/2"

2'-10 3/4"

3'-6"

2'-5" 19'-3" 3'-0 1/4"

24'-8"
EXISTING

REMOVE EXISTING WALL, TYP.

REMOVE EXISTING FIREPLACE, TYP.

REMOVE EXISTING FINISH FLOORING;
VERIFY WITH INTERIOR DESIGNER

REMOVE EXISTING PORTION OF WALL TO
RECEIVE NEW WINDOWS; SEE EXT. ELEVATIONS

REMOVE EXISTING PLUMBING FIXTURES
AND CABINETRY

REMOVE EXISTING FINISH FLOORING;
VERIFY WITH INTERIOR DESIGNER

REMOVE EXISTING WASHER & DRYER

REMOVE EXISTING FINISH
FLOORING; VERIFY WITH
INTERIOR DESIGNER

REMOVE EXISTING FIREPLACE

REMOVE EXISTING DECK & COLUMNS

REMOVE EXISTING WINDOWS, TYP.

REMOVE EXISTING WINDOWS, TYP.

REMOVE EXISTING FINISH
FLOORING; VERIFY WITH
INTERIOR DESIGNER

REMOVE EXISTING PORTION OF
WALL TO RECEIVE NEW WINDOWS;
SEE EXT. ELEVATIONS

REMOVE EXISTING FINISH
FLOORING; VERIFY WITH
INTERIOR DESIGNER

REMOVE EXISTING PLUMBING FIXTURES
AND CABINETRY

REMOVE EXISTING APPLIANCES

REMOVE EXISTING APPLIANCE

REMOVE EXISTING CABINETRY

REMOVE EXISTING CABINETRY

REMOVE EXISTING STAIR/LANDING
FINISHES & RAILING

EXISTING STRUCTURE @ STEPS
TO REMAIN; REMOVE FINISH
FLOORING

REMOVE EXISTING WALLS

REMOVE EXISTING
DROPPED SOFFIT

REMOVE EXISTING WINDOW BAYS
AND ADJACENT EXTERIOR WALLS
AS SHOWN

REMOVE EXISTING
WINDOWS, TYP.

REMOVE EXISTING DOOR &
PORTION OF WALL TO RECEIVE
 NEW WINDOWS; SEE 1/A1.0

REMOVE EXISTING WINDOWS
& MULLIONS; VERIFY WITH
STRUCTURAL

REMOVE EXISTING
DECK & COLUMN

HATCHED AREA INDICATES EXISTING
FLOOR STRUCTURE TO BE REMOVED

OPEN TO
BELOW

REMOVE DOOR IN
EXISTING ROUGH
OPENING

DN
3R

TO BE REMOVED

EXISTING CONSTRUCTION TO REMAIN

KEY

DN
3R

DN
14R

COUPLE'S SITTING

CARPET

COUPLE'S BEDROOM

CARPET

PORCH

TILE

'HER' CLOSET

CARPET

'HIS' CLOSET

CARPET

BATH

TILE

ENTRY

TILE

'HIS' BATH

TILE

'HER' BATH

TILE

DINING

CARPET

LIVING

CARPET

MUDROOM

TILE

KITCHEN

TILE

DINETTE

TILE

COUPLE'S DECK

WOOD

LAKE DECK

WOOD

GARAGE

CONC

POWDER

TILE

SCALE: 1/4"   =    1'-0"1
MAIN LEVEL DEMOLITION PLAN
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SHOWER CONTROLS MOUNTED
ON 2x4 HALF WALL

SHOWER HEAD

BENCH

HEAT & GLO
MEZZO 36"
FIREPLACE OR
SIM.

4
'-0

" 
x
 8

'-0
"

NEW WINDOWS IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

NEW WINDOWS
IN WIDENED ROUGH
OPENING; PATCH & INFILL
WALLS T.M.E.

NEW TRANSOM WINDOWS IN
WIDENED ROUGH OPENING;
PATCH  WALLS T.M.E.

NEW TRANSOM WINDOWS IN
WIDENED ROUGH OPENING;
PATCH  WALLS T.M.E.

NEW WINDOW IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

NEW WINDOWS IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

NEW WINDOWS
IN WIDENED ROUGH
OPENING; PATCH &
INFILL WALLS T.M.E.

NEW DOOR IN WIDENED
ROUGH OPENING; PATCH
& INFILL WALLS T.M.E.

NEW WINDOWS AND MULLIONS;
VERIFY WITH STRUCTURAL

NEW WINDOWS IN WIDENED
ROUGH OPENING; ALIGN
WITH WINDOWS BELOW
PATCH & INFILL WALLS T.M.E.

NEW WINDOW IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

NEW WINDOW IN EXISTING
ROUGH OPENING; PATCH &
INFILL WALL T.M.E.

NEW WINDOW IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

NEW WINDOWS IN EXISTING
ROUGH OPENING; ALIGN
WITH WINDOWS BELOW
PATCH & INFILL WALL T.M.E.

ALL NEW METAL CLAD
WINDOWS & DOORS WITH
STANDARD PAINTED BRICKMOLD
EXTERIOR TRIM; TYP.

NEW DOUBLE DOOR WITH
TRAMSOM IN EXISTING
ROUGH OPENING; PATCH &
INFILL WALL T.M.E.

CONTINUOUS
RAISED HEARTH

36" HIGH GUARD RAIL PER CODE

IPE DECKING

36" HIGH GUARD
RAIL PER CODE

IPE DECKING

ALL EXISTING CONSTRUCTION
TO REMAIN; THIS ROOM ONLY

EXISTING WALLS
TO REMAIN

BENCH WITH "LOCKER"
STORAGE

CASED OPENING;
CENTER ON WALL
BEYOND

CUSTOM SECRET
POCKET DOOR

DUAL-FUEL
RANGE

DASHED LINES INDICATE
TRUSSES & BEAMS
(NON STRUCTURAL) AT
CEILING; SEE A6.1

FULL HEIGHT GLASS
WITH DOUBLE
DOORS & GLASS

BAR SINK

BASE CABINETS
WITH UPPERS

FULL HEIGHT CLOSET
STORAGE SYSTEM

DESK WITH BASE
CABINET STORAGE
AND UPPERS

FULL HEIGHT CABINETRY

FULL HEIGHT CABINETS

3'-6" x 8'-0"

NEW BATH FIXTURES
& FINISHES; TYP.

FULL HEIGHT CABINET
WITH MILLWORK
VALANCE ABOVE

BUILT-UP WALL WITH
BRICK EXTERIOR FINISH

BRICK EXTERIOR WALL
FINISH; TYP.

36" HIGH GUARD
RAIL PER CODE

FULL HEIGHT GLASS

FULL HEIGHT WINE
BOTTLE DISPLAY RACKS

4'x12' ISLAND, CENTER
UNDER TRUSS ABOVE

TV WALL
MOUNT

VENETIAN PLASTER
SURROUND @ FP + TV;
SEE INTERIOR ELEVATION

REUSE EXISTING
R.O. FOR NEW
CASED OPENING

BUILT-UP WALL WITH
BRICK EXTERIOR FINISH

EXISTING CONCRETE STEPS
& STOOP TO REMAIN

FURR OUT WALL TO
MATCH THICKNESS @
OPPOSITE WALL OF
ENTRY 114

NEW 2x4 WALL, TYP. U.N.O.

4" LIMESTONE BRICKMOLD

NEW WINDOWS IN EXISTING
ROUGH OPENING; PATCH
WALL T.M.E.

BUILT-UP WALL WITH
WOOD EXTERIOR FINISH

PATCH & INFILL FLOOR
@ EXISTING STEPS TO
FLUSH OUT WITH
FLOORING @
LIVING 106

RECESSED ROLLER SHADE
POCKETS; SEE A1/A6.1

CASED
OPENING; TYP.

GLASS SHOWER ENCLOSURE; TYP.

TV WALL
MOUNT

DN
3R

DN
18R

ALIGN
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FAMILY
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KITCHEN
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PANTRY
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LIVING
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ENTRY

114

OFFICE

110
MUDROOM

108

CLOSET

111

POWDER

117
COUPLE'S DRESSING

116

COUPLE'S BATH
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GALLERY

121

COUPLE'S BEDROOM

125

DINING

103

GARAGE

112

GRILL DECK

101

VESTIBULE

120 W.C.

123

SHOWER

124

VESTIBULE

119

COVERED ENTRY

115
LAUNDRY CLO.

118

MAIN STAIR

113

WINE STORAGE
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POWDER

109
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EXISTING STRUCTURAL
POST TO REMAIN;
VERIFY WITH
STRUCTURAL

SHAMPOO NICHE

HEAT & GLO
COURTYARD 36"
FIREPLACE OR
SIM.

HARD-LINED NATURAL GAS
HOOK-UP FOR GRILL; VERIFY
LOCATION WITH OWNER

CONTINUOUS
RAISED HEARTH

NEW INSET WINDOWS
IN MODIFIED ROUGH
OPENING; PATCH &
INFILL WALLS T.M.E.

NEW INSET WINDOWS
IN MODIFIED ROUGH
OPENING; PATCH &
INFILL WALLS T.M.E.

CONT. FULL HEIGHT
ENERGY WALLS
FROM BELOW

HEAT & GLO
COURTYARD 42"
FIREPLACE OR SIM.

NEW FLOOR JOISTS @
FAMILY 102 & DINING 103;
FLOOR FINISH TO FLUSH
OUT WITH LIVING 106

FULL HEIGHT
CABINETRY

FULL HEIGHT
CABINETRY

2
x
6

BUILT-IN
CABINET

2
x
6
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x
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x
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2
x
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EQ.
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EQ.
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NEW INSULATED EXTERIOR
DOOR

BRICK EXTERIOR WALL
FINISH; TYP.

NEW WOOD OVERHEAD
DOORS AT GARAGE; TYP.

NEW OR MODIFIED CONSTRUCTION

EXISTING CONSTRUCTION TO REMAIN

KEY

1
A3.0

2
A2.1

NEW WINDOWS IN BUILD
OUT IN WIDENED ROUGH
OPENING; PATCH & INFILL
WALLS T.M.E.

1
A3.0

SCALE: 1/4"   =    1'-0"1
MAIN LEVEL FLOOR PLAN

GENERAL NOTES - FLOOR PLANS

NOTES:

1.	 REFER TO STRUCTURAL DRAWINGS FOR LOAD 	 BEARING
LOCATIONS, AND ADDITIONAL DETAILS OR SECTIONS

2.	 INTERIOR WALLS: 2X4 WOOD FRAMING WITH 1/2" GYP. BD. EACH
SIDE - U.N.O.

3.	 EXTERIOR WALLS: 2X6 WOOD FRAMING @ FULL HEIGHT - U.N.O.

4.	 ALL WOOD IN CONTACT WITH CONCRETE TO BE FOUNDATION
GRADE, PRESSURE TREATED LUMBER.

5.	 ALL WALLS THAT CONTAIN POCKET DOORS TO BE 2X6 WALLS
UNLESS NOTED OTHERWISE.

6.	 COORDINATE FLOOR FINISHES AND FLOOR FINISH TRANSITIONS -
REQUIREMENTS NOT SHOWN.

7.	 PATCH & REPAIR OR REPLACE EXISTING DOORS, CASINGS, &
MILLWORK AS DEEMED APPROPRIATE BY THE CONTRACTOR.

8.	 PROTECT EXISTING FINISH MATERIALS NOT BEING REMOVED
DURING CONSTRUCTION.

9.	 CUT & PATCH EXISTING FRAMING FOR NEW DOOR, PASSAGE OR
MECHANICAL OPENINGS.

10.	 SEE DOOR & WINDOW SCHEDULES FOR DIMENSIONS AND RELATED
INFORMATION.

11.	 WHERE DOORS OCCUR IN CORNERS OF ROOMS, LOCATE
OPENINGS SO THAT FULL CASINGS ABUT APPROPRIATE FINISHES OR
OTHER CONSTRUCTION ELEMENTS.

12.	 ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH THE
PLANS, THE MINNESOTA STATE BUILDING CODE, AND OTHER
APPLICABLE CODES.

13.	 VERIFY ALL INFORMATION ON THE PLANS RELATED TO EXISTING
CONSTRUCTION. VERIFY ALL DIMENSIONS OF EXISTING
CONSTRUCTION PRIOR TO BEGINNING THE WORK.

14.	 MAKE REPAIRS AS REQUIRED FOR REMOVAL OF EXISTING
MECHANICAL & ELECTRICAL SYSTEMS. VERIFY EXTENT OF WORK.

15.	 UNLESS OTHERWISE NOTED, DIMENSIONS TO NEW INTERIOR WALLS
ARE TO FACE OF FRAMING (FROM FACE OF EXISTING WALL FINISH)

16.	 DIMENSIONS OF ALL EXTERIOR WALLS ARE TO FACE OF SHEATHING
OR MASONRY.

17.	 CLEAR DIMENSIONS ARE TO FINISH FACE.

18.	 DIMENSIONS TO OPENINGS ARE TO CENTER OF OPENING.

PLUMBING & HVAC NOTES:

1.	 CONTRACTOR TO COORDINATE DESIGN OF MECHANICAL, HVAC,
PLUMBING, & ELECTRICAL SYSTEMS AND ASSURE THEY ARE
INTEGRATED INTO THE ARCHITECTURE.

2.	 MECHANICAL DUCTS TO BE CONTAINED WITHIN FLOOR TRUSS
SYSTEM U.N.O. FLOOR TRUSS MFGR. TO VERIFY LOCATIONS. ANY
FURRED CHASES THAT ARE NOT SHOWN ARE TO BE APPROVED WITH
ARCHITECT AND PROVIDED BY CARPENTER.

3.	 PLUMBING WALLS TO BE 2X6 STUDS FOR ENTIRE WALL OF EFFECTED
ROOM.

Before After


